
 

 

 GALP FORMULA PLUS 15W40 
 

Lubricant formulated with highly refined mineral bases, intended for the lubrication of 
gasoline and diesel passenger car engines. It improves engine performance and 

protects engines effectively. 
 

 

 
 
 

• Anti-rust and anti-oxidation protection. 

• Good lubricating film stability which maintains all its properties even under extreme pressure and temperature 

     conditions. 

• Reinforced detergent / dispersant capabilities, ensuring that engines remain perfectly clean by inhibiting the   
    accumulation of soot. 

• Good anti-wear properties, drastically reducing wear of the pistons. 
 
 

 

 
 

• ACEA A3/B4 

• API SN/CF 

 

 

• MB Approval 229.1 

• VW 501.01/505.00 

 

 
 

TESTS METHODS RESULTS 

SAE Grade --- 15W-40 

Density at 15C, kg / l ASTM D1298/ D4052 0,886 

Viscosity index ASTM D2270 137 

Kinematic viscosity at 40C, mm2/s ASTM D445/ D7042 95 

Kinematic viscosity at 100C, mm2/s ASTM D445/ D7042 13,2 

Pour point, C ASTM D97/ D6892 -36 

Flash point, C ASTM D92 231 

Total Base Number, mgKOH/g ASTM D2896 12,1 

 

 

 

 
 

     

IBC 1000L DRUM 205L PAIL 20L 
5L 

(4x5L Box) 
1L 

(18x1L Box) 


