
 

GALP TRANSOIL  
 

Lubricants for gearboxes containing EP (Extreme Pressure) additives.  
Recommended for light and heavy vehicle transmissions. 

 
 

 
 

 
 

 

• Anti-wear power and resistance to high specific loads. 

• Resistant to oxidation. 

• Anti-foam and anti-rust performance. 
 

 
 

 

 
 

 

• Gearboxes, steering boxes and differentials. 
 

 
 

 
 

 
 
 

SAE Grade 80W 80W-90 90 85W-140 

API GL-4 √ √ √ √ 

MAN 341-Z2 (overlaps Z1) √ √ √ - 

MB 235.1 √ √ √ - 

FORD M2C9008-A √ - - - 

MIL L-2105 √ √ √ √ 

ZF TE-ML 08 √ √ √ √ 

ZF TE-ML 16A - ZF000768 - - 

ZF TE-ML 17A ZF000768 ZF000768 - - 

ZF TE-ML 19A - ZF000768 - - 
 

 
 
 
 
 
 
 
 

 
 
 
 



 
 
 
 
 

 
 

TESTS METHODS RESULTS 

SAE Grade SAE J306 80W 80W-90 90 85W-140 

Density at 15C, kg / l ASTM D1298/ D4052 0,873 0,897 0,900 0,906 

Viscosity index ASTM D2270 112 106 95 111 

Kinematic viscosity at 40C, mm2/s ASTM D445/ D7042 72,8 131 199 397 

Kinematic viscosity at 100C, mm2/s ASTM D445/ D7042 9,7 14,1 17,5 30,0 

Pour point, C ASTM D97/ D6892 -33 -27 -9 -15 

Flash Point, ºC ASTM D92 212 212 228 240 

 

 

 

 

 

 

 
 

     

IBC 1000L 
(only SAE grade 80W-90) 

DRUM 205L PAIL 20L 

5L 
(Box 4x5L) 

(only SAE grade 80W-90, 
85W-140) 

1L 

(Box 18x1L) 


